SPECIFICATIONS

MODEL 4050
Cast brass valve with rising stem. Internal parts of brass and stainless steel. Red handwheel. Female N.P.T. inlet and outlet.

MODEL 4053
Cast brass valve with rising stem. Internal parts of brass and stainless steel. Red handwheel. Female N.P.T. inlet and male hose thread outlet.

MODEL SELECTION

- 4050
- 4053

PRESSURE RANGE SUFFIX SELECTION

For factory tagging of valve location, specify location by pressure range suffix. (see manufacturers pressure regulating valve chart)

- U
- T
- S
- R
- Q
- P
- O
- N

NOTE: The in-line installation of a “REG-U-MATIC” sets up a closed system. A relief valve should be installed to eliminate excessive pressure build up due to line surges.

MODEL DIMENSIONS

<table>
<thead>
<tr>
<th>Model No.</th>
<th>A Open</th>
<th>A Close</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>E Radius of Swing</th>
<th>Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>in.</td>
<td>mm</td>
<td></td>
<td>in.</td>
<td>mm</td>
<td>in.</td>
<td>mm</td>
</tr>
<tr>
<td>4050</td>
<td>12-7/8</td>
<td>327</td>
<td>12</td>
<td>305</td>
<td>6-1/4</td>
<td>159</td>
<td>2-3/4</td>
</tr>
<tr>
<td>4053</td>
<td>10-7/8</td>
<td>276</td>
<td>10</td>
<td>254</td>
<td>6-1/4</td>
<td>159</td>
<td>2-3/4</td>
</tr>
</tbody>
</table>

WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov